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Version: 10.0 

 

  Question: 1  

Refer to the exhibit. 

 
A client reports being unable to log into the wireless network According to the output, which network 
information should be verified? 

 
A. the Failed Attempts log on the authentication server 
B. that the AP has IP connectivity to the authentication server 
C. that the user has an account on the authentication server 
D. that the authentication and accounting configuration are correct 

 

  Answer: B  
 

  Question: 2  

Refer to the exhibit. 
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A client reports being unable to log into the wireless network, which uses PEAPv2. Which two issues 

appear in the output? (Choose two) 
 

A. The AP has the incorrect RADIUS server address 
B. There is a problem with the client supplicant 
C. The AP has lost IP connectivity to the authentication server 
D. The authentic at ion server is misconfigured on the controller 
E. The EAP client timeout value should be increased 
F. The authentication server is misconfigured in the WLAN 

 

  Answer: AC  
 

  Question: 3  

An engineer must open a support case with Cisco TAC. Which two commands verify the model and serial 
number of a controller? (Choose two) 

 
A. show sysinfo 
B. show udi 
C. show inventory 
D. show boot 
E. show tech-support 

 

  Answer: AB  
 

  Question: 4  

While reviewing CleanAir data in Cisco Prime Infrastructure, an engineer notices that a wideband 
jammer is not sending its Interferer Security Trap correctly. The engineer determines that the default 
seventy level has been changed. Which value does the engineer select to reset the seventy level to its 
factory setting? 

 
A. informational 
B. major 
C. minor 
D. warning 
E. critical 

 

  Answer: D  
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  Question: 5  

An engineer is using various techniques to discover and isolate rogues on the network. For which 
technique must the engineer consider legal ramifications? 

 
A. rogue AP containment 
B. RF detection 
C. switch port tracing 
D. wire detection 
E. Cisco Prime Infrastructure location services 

 

  Answer: A  
 

  Question: 6  

Which Cisco WLC debug command allows you to determine if the certificate process is failing in the 
CAPWAP messages? 

 
A. debug pm pki enable 
B. debug cert events enable 
C. debug capwap events enable 
D. debug capwap packet enable 
E. debug capwap errors enable 

 

  Answer: E  
 

  Question: 7  

Which channel width is the maximum that can be obtained by bonding two 802.11 ac subchannels 
according to US regulations? 

 
A. 160 MHz 
B. 120 MHz 
C. 84 MHz 
D. 240 MHz 

 

  Answer: A  

Explanation: 
To increase throughput, 802.11ac introduces two new channel widths. All 802.11ac devices are required 
to support 80 MHz channels, which doubles the size of the spectral channel over 802.11n. It further adds 
a 160 MHz channel option for even higher speeds. Due to the limitations of finding contiguous 160 MHz 
spectrum, the standard allows for a 160 MHz channel to be either a single contiguous block or two 
noncontiguous 80 MHz channels. 
References: 

 

  Question: 8  
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Scenario 
The big Engineering IT team has been in the lab to test some new features that the existing network 
does not support. The AP Groups, AP Failover, and Local Web Auth features are having problems. In this 
test environment, the controllers support the only Composite Structural Engineering and Aerodynamic 
Engineering groups. All SSIDs must omit the department name. 
Refer to the exhibit. The diagram is the floor plan for the Big Engineering office and the distribution of 
the departments. These tables show how the controllers have been configured. 
Note, not all menu items, text boxes, or radio buttons are active. 

 
BE-GA 
Controller Management Interfaces 

Composite and Structural Engineering (CSE) 
WLANs 

 

 
 

AP Groups-CSE-WLANs 

 

AE-User Names and Passwords 
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You review the configuration of the test network controller. Which four changes must be made to resolve 
the problems? (Choose four.) 
When you review the configuration of the test network controller what needs to be changed to resolve 
the problems? (Choose four.) 

 
A. Change the High Availability Primary Controller Management Interface IP address. 
B. Remove the current WLANs and replace them with WLANs that have the same SSID names as on the 
AE-2504A controller. 
C. Add the Local Net User names and passwords 
D. Change the Layer 2 security to none and Layer 3 Security to Web Policy for the CSE-Contractors WLAN 
E. Remove me current WLAN from the CSE-WLAN AP Group and add all three of the WLANs configured 
in the CSE-2504A 
F. Add the CSE APs to the CSE-WLANs AP-Group. 

 

  Answer: B, C, D, F  
 

  Question: 9  

Which two statements about the WLAN are true? (Choose two) 
 

 
Refer to the exhibit. 
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A. The client has a 5 GHz connection. 
B. The client has authenticated. 
C. The client is 802.11n capable. 
D. The Cisco device is a 3600 series AP. 
E. 802 11b data rates are disabled in this WLAN 

 

  Answer: CE  
 

  Question: 10  

The AP is unable to join the controller. What is the cause of this error? 
Refer to the exhibit. 

 
 

A. The controller code version is lower than the code of the AP attempting to join. 
B. AP code is not the same as the controller and must download firmware. 
C. AP model \% not compatible with the controller code version. 
D. The AP is riot conjured in the controller auth-list of acceptable APs. 

 

  Answer: C  
 

 

 

 

https://www.dumps4u.com/


Questions & Answers PDF P-8 
 

https://www.dumps4u.com/ 

 

 

 

 

THANKS FOR TRYING OUR PRODUCT  

 
Visit Our Site to Purchase the Full Set of Actual 300-370  Exam 

Questions With Answers. 
 
 

AuthorizeDumps also provides you extra 20% discount on the 
purchase of 300-370 exam. Use Coupon code: “authorize20” 

 

 

Money Back Guarantee 
 

 

 

 
 
 

 

https://www.dumps4u.com/

